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SHOWER AND BATHTUB WALLS
SHALL BE A CONSTRUCTED OF
SMOOTH, HARD, NONABSORBENT
SURFACE OVER A MOISTURE
RESISTANT UNDERLAYMENT (E.G.
CEMENT, FIBER CEMENT OR GLASS
MAT GYPSUM BACKER BOARD) TO A
HEIGHT OF 72 INCHES ABOVE THE
DRAIN INLET 

30" WIDE CENTERED
ON WATER CLOSET
AND 24" LONG IN
FRONT OF WATER
CLOSET CLEAR SPACE
(TYP.)

NOTE: LANDING ON EACH SIDE OF THE
DOOR. (MINIMUM 36” DEEP X WIDTH OF
DOOR). A DOOR MAY SWING OVER LANDING
THAT IS NOT MORE THAN 1-1/2” BELOW THE
THRESHOLD. (CRC R311.3) FLOOR ELEVATION
AT THE REQUIRED EGRESS DOOR SHALL NOT
BE MORE THAN 1-1/2” LOWER THAN THE TOP
OF THE THRESHOLD. EXCEPTION: AT DOORS
OTHER THAN THE MAIN EGRESS DOOR, THE
EXTERIOR LANDING OR FLOOR SHALL NOT
BE MORE THAN 7-3/4” BELOW THE TOP OF
THE THRESHOLD PROVIDED THE DOOR DOES
NOT SWING OVER THE LANDING OR FLOOR.
(TYP.)

NOTE:
TERMINATION OF ALL ENVIRONMENTAL AIR
DUCTS SHALL BE A MINIMUM OF 3 FEET
FROM ANY OPENINGS INTO THE BUILDING
(I.E., DRYERS, BATH AND UTILITY FANS, ETC.)
MUST BE 3 FEET AWAY FROM DOORS,
WINDOWS, OPENING SKYLIGHTS, OR ATTIC
VENTS. 

VENT DRYER THROUGH SIDE WALL,
MAXIMUM (2) 90 DEG. ELBOWS, 28' LENGTH
OF DUCT (44' MAX PER MANUFACTURERS
LITERATURE), USE RIGID DUCTING AND
ELBOWS, MAIN HORIZONTAL RUN SHALL BE
LEVEL OR HAVE A NEGATIVE SLOPE.
TERMINATE WITH BOXED VENT TERMINATION
WITH SCREEN AND BACKFLOW PREVENTER

GAS FIREPLACE, FOLLOW
MANUFACTURERS
REQUIREMENTS FOR
CLEARANCE TO
COMBUSTIBLE MATERIAL.
NO HEARTH IS REQUIRED
WITH THIS UNIT.

A) MAXIMUM 7.75-INCH RISE AND MINIMUM 10-INCH RUN. 
B) MINIMUM 6 FEET 8 INCH VERTICAL HEADROOM

MEASURED AT STAIRWAY TREAD NOSINGS.
C) MINIMUM 36 INCH CLEAR WIDTH.
D) THERE SHALL BE A FLOOR OR A LANDING AT THE TOP AND

BOTTOM OF EACH STAIRWAY OR STAIR RUN.
E) AT LEAST ONE INTERMEDIATE LANDING SHALL BE

PROVIDED FOR EACH 12 FEET OF VERTICAL STAIRWAY
RISE MEASURED BETWEEN THE HORIZONTAL PLANES OF
ADJACENT LANDINGS. 

F) GUARDS USED AS HANDRAIL SHALL BE BETWEEN 34 TO
38 INCHES IN HEIGHT AND HAVE INTERMEDIATE RAILINGS
SPACED SO THAT A SPHERE 4.375 INCHES IN DIAMETER
CANNOT PASS THROUGH.

G) THE HANDGRIP PORTION OF HANDRAIL SHALL NOT BE
LESS THAN 1¼ INCH NOR MORE THAN 2 INCHES IN
CROSS-SECTIONAL DIMENSION.

MAINTAIN 25" CLEAR BETWEEN PROPERTY
LINE AND ROOF FASCIA AT GARAGE

NOTE:
FIRE SEPARATION DISTANCE SETBACKS SHALL
BE MEASURED BETWEEN THE PROPERTY AND
THE EXTERIOR FACE OF THE WALL FINISH
MATERIAL. 

ALL GARAGE WALLS SHALL
BE ONE HOUR RATED
CONSTRUCTION, USE 5/8"
TYPE X G.W.B. MIN.

GARAGE CEILING SHALL
HAVE MIN. 5/8" TYPE X
G.W.B. 

HOOD EXHAUST, VENT
THROUGH ROOF, MIN.
600 CFM,

DRYER DUCT
OUTLET +36"
TO OPENING

GAS FIREPLACE, FOLLOW
MANUFACTURERS
REQUIREMENTS FOR
CLEARANCE TO
COMBUSTIBLE MATERIAL.
NO HEARTH IS REQUIRED
WITH THIS UNIT.

CENTERLINE OF
INTERIOR RIDGE

EQ. EQ.

ROOM INTERIORROOM INTERIOR

CENTERLINE OF
INTERIOR RIDGE

WINDOW SCHEDULE
3D EXTERIOR ELEVATION NUMBER QTY FLOOR SIZE WIDTH HEIGHT R/O EGRESS TEMPERED DESCRIPTION COMMENTS

W01   1 0 2820 32 " 24 " 33"X25" FIXED GLASS

W02   3 1 1616 18 " 18 " 19"X19" FIXED GLASS

W03   2 2 1630 18 " 36 " 19"X37" YES SINGLE CASEMENT-HR

W04   2 1 2039 24 " 45 " 25"X46" FIXED GLASS

W05   1 1 2439 28 " 45 " 29"X46" SINGLE CASEMENT-HR

W06   1 1 2626 30 " 30 " 31"X31" YES SINGLE CASEMENT-HR

W07   1 2 2626 30 " 30 " 31"X31" SINGLE CASEMENT-HL

W08   1 2 2626 30 " 30 " 31"X31" SINGLE CASEMENT-HR

W09   1 2 2640 30 " 48 " 31"X49" YES SINGLE CASEMENT-HL

W10   1 2 2640 30 " 48 " 31"X49" YES SINGLE CASEMENT-HR

W11   1 1 2646 30 " 54 " 31"X55" FIXED GLASS
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W12   1 1 2650 30 " 60 " 31"X61" FIXED GLASS

W13   2 1 2834 32 " 40 " 33"X41" YES SINGLE CASEMENT-HR

W14   1 2 2840 32 " 48 " 33"X49" YES SINGLE CASEMENT-HR

W15   1 1 3636 42 " 42 " 43"X43" SINGLE CASEMENT-HR

W16   1 1 3939 45 " 45 " 46"X46" FIXED GLASS

W17   1 2 4042 48 " 50 " 49"X51" DOUBLE CASEMENT-LHL/RHR

W18   1 1 5039 60 " 45 " 61"X46" DOUBLE CASEMENT-LHL/RHR

W19   1 1 51031 70 1/8 " 36 5/8 " 71 1/8"X37 5/8" YES TRIPLE CASEMENT-LHL/RHR

W20   1 1 60310 72 " 46 1/8 " 73"X47 1/8" DOUBLE CASEMENT-LHL/RHR

11 3/5/18

22 4/5/18
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