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ALIGN w/ EXISTING WALL @ KITCHEN

DASHED LINE INDICATES
OPEN TO DORMER ABOVE

(5) 20" DEEP
PAINTED SHELVES
FOR AUDIO EQUIP.

20" MIN. FIRE RATED DR. 
w/ SELF-CLOSING HINGES

D/WSINK

EXISTING WOOD BURNING 
FIREPLACE TO REMAIN

CUSTOM WINE CABINET 
w/ OPEN RACK ABOVE

BEAM AB0VE
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"VELUX" VS-C06
LAM. GL. SKY'LT.

U/C
MICRO

METAL 
THRESH

LAV. LAV.

FULL HT.
LINEN

LINEAR STRIP DRAIN

18" HIGH X 18" DEEP FREE-
FLOATING MARBLE SEAT

20-1/2" DEEP
FULL HT.  LINEN
CABINET

THERMOSTATIC 
MIXING VALVE

HAND HELD

SHOWER HEAD

LAV.

L
A

V
.

1.28 GAL. 
FLUSH TOILET

"VELUX" FS-C01
LAM. GL. SKY'LT.

R
&
S

ROD & SHELF

R
&
S

STACKABLE
WASHER & DRYER

1.28 GAL. 
FLUSH TOILET

1.28 GAL. 
FLUSH TOILET

3/8" TEMP. GL.
SHOWER DR.

TILE SHOWER SURROUND TO
CEILING O/ SCHLUTER®-KERDI
WATERPROOFING MEMBRANE
O/ GOLD BOND XP W.R.
GYPSUM WALL BOARD AS PER
CRC SEC. R702.4.2 (@ WALLS
ONLY) 

8" SQ. COLUMN

BRICK PATIO TO MATCH EXISTING AND
LEVEL WITH BOTTOM ENTRY STEP

8" SQ. COLUMN

FRAMELESS GL. SHWR. ENCLOSURE SHALL BE 3/8" CLEAR TEMPERED.
ALL EXPOSED EDGES SHALL BE DIAMOND GROUND AND POLISHED
SMOOTH w/ 45 DEGREE CHAMFER NOT TO EXCEED A 1/16" ON EA.
SIDE.

VINYL PROFILES SHALL BE PROVIDED TO EFFECT A WATER-PROOF
AND/OR STEAM TIGHT SEAL.

HINGES SHALL BE CONSTRUCTED OF 100% #320 STAINLESS STEEL,
1/8" THICK STOCK w/ 2 STAINLESS STEEL BUSHINGS, SUPPLIED w/ (2)
VELBESTOS GASKETS, AND STAINLESS STEEL SCREWS FOR FIXING
THROUGH GLASS, TWO 5/8" HOLES PROVIDED IN GLASS
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ROD & SHELF

ROD & SHELF
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DBL. R&S

FFaammiillyy  RRmm..
VAULTED CEILING
HARDWOOD F.F

8'-0" CEILING
HARDWOOD F.F

8'-0" CEILING
HARDWOOD F.F

BUILT-IN DESK
W/ UPPERS

BUILT-IN CUBBY
STORAGE CABINET

VAULTED CEILING
HARDWOOD F.F

VAULTED CEILING
HARDWOOD F.F

8'-0" CEILING
HARDWOOD F.F

8'-0" CEILING
HARDWOOD F.F

HHaallll
8'-0" CEILING

HARDWOOD F.F

BBaatthh

8'-0" CEILING
CARPET F.F

8'-0" CEILING
TILE F.F

8'-0" CEILING
TILE F.F

8'-0" CEILING
CARPET F.F

8'-0" CEILING
CARPET F.F

8'-0" CEILING
CARPET F.F

VAULTED CEILING
HARDWOOD F.F

8'-0" CEILING
CARPET F.F

NOTE:
FIREWALL BETWEEN GARAGE AND DWELLING
SHALL BE 5/8" TYPE "X"  GYP. BRD. FROM
FOUNDATION TO ROOF SHEATHING AND NAILED
WITH 2"-6D COOLER NAILS @ 7" O.C. FIELD AND
EDGES

7-
1/

2
" M

A
X

7-
1/

2
" M

A
X

7-1/2" MAX

"VELUX" VS-C06
LAM. GL. SKY'LT.

VAULTED CEILING
HARDWOOD F.F

3:12 SLOPE3:12 SLOPE

BEAM
ABOVE

CEILING
BREAK

SEE NOTE

2X6 STUD WALL

"NAVIEN" NPE-240A HIGH
EFFICIENCY CONDENSING
TANKLESS WATER HEATER

"NAVIEN" NPE-240A HIGH
EFFICIENCY
CONDENSING TANKLESS
WATER HEATER

RECESSED VALVE BOX

PROVIDE RECESSED 90°
DRYER VENT BOX AND
VENT TO ROOF MAX. 13' RUN

PROPOSED FLOOR PLAN

SHOWER HEADS SHALL HAVE A MAXIMUM FLOW RATE OF 2.0 GPM PER CALGREEN CODE 430.3

BATHROOM FAUCETS SHALL HAVE A MAXIMUM FLOW RATE OF 1.2 GPM PER CALGREEN CODE 430.3

KITCHEN AND UTILITY FAUCETS SHALL HAVE MAXIMUM FLOW RATE OF 1.8 GPM PER CALGREEN CODE 430.3

INSTALL ONLY HIGH-EFFICIENCY TOILETS (DUAL FLUSH OR USE NO MORE THAN 1.28 GALLONS PER FLUSH) PER CALGREEN 430.3

ANNULAR SPACES AROUND PIPES, ELECTRICAL CABLES, CONDUITS, OR OTHER OPENINGS IN PLACES AS EXTERIOR WALL SHALL BE PROTECTED
AGAINST THE PASSAGE OF RODENTS BY CLOSING SUCH OPENINGS WITH CEMENT MORTAR, CONCRETE MASONRY OR A SIMILAR METHOD
ACCEPTABLE TO THE ENFORCING AGENCY.  PER CALGREEN 4.406.1

A MIN. OF 50% OF THE CONSTRUCTION WASTE GENERATED AT THE SITE IS DIVERTED TO RECYCLE OR SALVAGE. PER CALGREEN CODE 4.408.1

DUCT OPENINGS AND OTHER RELATED AIR DISTRIBUTION COMPONENT OPENING SHALL BE COVERED DURING CONSTRUCTION PER CALGREEN
4.405.1

CAL Green Requirements
EFFECTIVE JAN. 1, 2014 - ALL NEW WATER EFFICIENT FIXTURES ARE REQUIRED

TYPE OF FIXTURE NON-COMPLIANT REQUIRED WATER-CONSERVING

PLUMBING FIXTURE PLUMBING FIXTURE (MAXIMUM FLOW RATES)

WATER CLOSET (TOILET GREATER THAN 1.6 GAL. / FLUSH 1.28 GALLONS / FLUSH

SHOWERHEAD GREATER THAN 2.5 GAL. / MINUTE 2.0 GALLONS / MINUTE @ 80 PSI

FAUCET - BATHROOM GREATER THAN 2.2 GAL. / MINUTE

FAUCET KITCHEN GREATER THAN 2.2 GAL. / MINUTE

1.2 GALLONS / MINUTE @ 60 PSI

1.8 GALLONS / MINUTE @ 60 PSI (AVERAGE

WATER EFFICIENT PLUMBING FIXTURES (CALIF. CIVIL CODE 1011.4(a) THE CALIFORNIA CIVIL CODE REQUIRES THAT ALL 
EXISTING NON-COMPLIANT PLUMBING FIXTURES (BASED ON WATER EFFICIENCY) IN THE CONSTRUCTION AREA OF THE HOUSE BE UPGRADED
WHENEVER A BUILDING PERMIT IS ISSUED FOR REMODELING IMPROVEMENTS.  RESIDENTIAL BUILDING CONSTRUCTED AFTER JAN. 1, 1994 ARE
EXEMPT FROM THIS REQUIREMENT.  ALL PLUMBING FIXTURES SHALL MEET THE STANDARDS REFERENCED IN TABLE 1701.1 OF THE 2016 CALIFORNIA
PLUMBING CODE CGBSC SEC. 4.303.2
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SHEET:

SCALE:

DATE:

8/30/2019

1/4" = 1'-0"

SEE GENERAL FLOOR PLAN NOTES
SHEET A5 FOR MORE INFO 


