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2/75 X 3.15 NAILS @ 450 CRS
TO ALL REVEALS

FLAT FACED
FRAME

WANZ SUPPORT BAR WITH 10g X 50mm SS
SCREWS EACH END AND @ 300 MAX CRS

SLOPED CAVITY BLOCKS @ 150
CRS

SEAL HEAD FLASHING TO UNDERLAY WITH
FLEXIBLE FLASHING TAPE OR INSTALL 2ND

LAYER OF UNDERLAY TO WEATHER OVER
HEAD FLASHING

PERFORATED CAVITY CLOSURE
POSITIONED TO GIVE MIN 15mm

DRIP EDGE TO CLADDING

STOP-ENDS TO HEAD FLASHING
EACH END TO BACK OF CLADDING

5mm DRAINAGE GAP

MIN 10 COVER

AIR SEAL
PROPRIETARY POWDER-COATED AL

HEAD FLASHING TO HAVE 15 DEG
SLOPE AND MIN 35 CLADDING COVER

REMOVE ANY TEMPORARY
PACKERS

CONTINUOUS PERIMETER AIR SEAL FORMED WITH
SIKAFLEX MS OR SIKABOOM EXPANDING FOAM OVER PEF

ROD FITTED UNDER COMPRESSION

AIR SEAL

SIKAFLEX MS (BLACK) OVER
COMPRESSIBLE FOAM TAPE

JAMB

LINE OF HEAD FLASHING OVER

WALL UNDERLAY DRESSED INTO OPENING ALL ROUND AND STAPLED
TO INSIDE FACE OF STUDS.  APPLY FLASHING TAPE ALONG FULL

LENGTH OF SILL AND DRESSED 100mm UP EACH JAMB STUD.  APPLY
FLASHING TAPE TO TOP CORNERS 100mm ALONG HEAD & DOWN EACH

JAMB STUD.  REFER SPECIFICATIONS FOR FULL INSTRUCTIONS

40 x 10 RADIATA
ARCHITAVES
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FINGER-JOINTED RADIATA PINE FOR PAINT
FINISH.
PRIME ALL HIDDEN FACES BEFORE INSTALLATION

TYPICAL WINDOW INSTALLATION
DETAIL

10
MIN COVER

1:2

Ian
Pencil


