
2'-
0"

EXG FIN FLOOR

EXG SUBFLOOR

EXG 2X12 JOIST

6" ROCKWOOL AFB

1½" X 1½" CLEAT FASTENED 16" OC TO SUPPORT BATTS TO MAINTAIN AIR SPACE

CLARKDIETRICH SOUND CLIP™ 32" OC FASTENED PER MANUFACTURER'S SPECS

CLARKDIETRICH 20 DW (7/8" TALL) FURRING CHANNEL 16" OC

5/8" FIRE RATED GWB; ALL JOINTS SEALED W/ QUIETSEAL® PRO FASTENED
W/ 1" DRYWALL SCREWS EVERY 12" (SCREWS MUST NOT TOUCH JOISTS)

GREEN GLUE NOISEPROOFING COMPOUND PER
MANUFACTURER'S SPECS (2 TUBES PER 4X8 SHEET)

5/8" EXTREME IMPACT RESISTANT DRYWALL WITH M2TECH®FIRE
RATED GWB; ALL JOINTS SEALED W/ QUIETSEAL® PRO.
STAGGERED SO NO JOINTS MATCH WITH ABOVE LAYER FASTENED
W/ 1¾" SCREWS EVERY 12" (SCREWS MUST NOT TOUCH JOISTS)

EXG 2X WALL

EXG BRICK FACADE

EXG RIM JOIST

CLOSED CELL FOAM

EXG FOUNDATION

1/4" SPACE FILLED W/ GREEN GLUE NOISEPROOFING SEALANT

DOUBLE TOP PLATE

1" AIR SPACE

3½" ROCKWOOL BATT

2X4 STUD 16" OC

5/8" EXTREME IMPACT RESISTANT DRYWALL WITH M2TECH®FIRE
RATED GWB; ALL JOINTS SEALED W/ QUIETSEAL® PRO

FILL SPACE W/ GREEN GLUE NOISEPROOFING SEALANT

PT BOTTOM PLATE

ENGINEERED HARDWOOD ADHERED W/ VAPOR BARRIER MASTIC

COMMERCIAL ACOUSTICS SOUND BARRIER MASS LOADED VINYL TAPED AT ALL SEAMS

7/8" FURRING CHANNEL

WOOD FLOOR JOIST

CLARKDIETRICH SOUND
CLIP (CDSC)

FASTENER NOTES:
1. CDSC TO WOOD: 64MM (2-1/2") #8 MINIMUM COARSE THREAD SCREW
2. CDSC TO STEEL: 38MM (1-1/2") #8 MINIMUM FINE THREAD SCREW
3. FASTENERS ANCHORING CDSC TO FRAMING SHALL BE APPROVED FOR PULL OUT AND SHEAR OF 120 LBS

ENGINEERING SERVICES: (877) 832-3206 TECHNICAL SERVICES: (888) 437-3244

NOT TO SCALE

ALL J-BOXES AND OTHER PENETRATIONS WRAPPED IN SPECSEAL SSP PUTTY PADS; 
ALL PENETRATIONS SHALL BE SEALED W/ GREEN GLUE NOISEPROOFING SEALANT TO DRYWALL

TYP WALL/CEILING SOUND ABATEMENT
2" = 1'

A-8

Adam Gibson Design, LLC does not represent or imply
that it is a licensed architect or engineer, nor does it
represent or imply that it employs or contracts with
licensed architects or engineers. Adam Gibson Design,
LLC, its agents, representatives, members, and
employees assume no responsibility for structural or
dimensional errors or omissions. Owner is
responsible to verify and check all notes, details,
elevations, sections and floor plans for any errors or
omissions prior to start of  construction. No warranties
whatsoever are expressed or implied with respect to
the design including compliance of  this plan with
applicable building codes and Owner expressly waives
any claim to the existence of  an express or implied
warranty. Owner is responsible to assure that the
design meets or exceeds local codes and regulations.
It is the responsibility of  Owner to obtain any and all
structural analysis, engineering and specifications
that may be required in the municipality in which it is
to be built. The selection and application of  correct
structural materials is the responsibility of  Owner. IT
IS SUGGESTED THAT OWNER HIRE A GENERAL
CONTRACTOR TO MONITOR AND COMPLY WITH THE
RESPONSIBILITIES LISTED WITHIN THIS PARAGRAPH. In
no event shall Adam Gibson Design, LLC, its agents,
representatives, members, employees or insurers be
responsible for project budgeting or bidding of  third
parties based on Designer’s plans. In the event that
any liability is imposed on, or any claim is made
against, Adam Gibson Design, LLC, Adam Gibson
Design, LLC’s liability to Owner or any third party shall
not exceed the price paid for the construction
drawings.

½" = 1'
U.N.O.
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4/12/2023CONTRACTOR SHALL VERIFY LOADS MEET CEILING SYSTEM REQUIREMENTS


